
BEBBINGTON INDUSTRIES MATERIAL SAFETY DATA SHEET – HISOL SANITISING CLEANERPRIVATE 

SECTION 1 : PRODUCT IDENTIFICATION.
PRODUCT NAME : HISOL SANITISING CLEANER

INTENDED USE: SANITISING CLEANER AND TABLEWARE PRESOAK

TDG SHIPPING NAME: NOT TDG CONTROLLED

WHIMIS CLASSIFICATION: CLASS D2B TOXIC, CLASS E CORROSIVE

MANUFACTURER: BEBBINGTON INDUSTRIES



44 WRIGHT AVENUE



DARTMOUTH, NOVA SCOTIA
B3B 1G6

TELEPHONE:
902 468-8180
FAX:
902 468-8559


EMERGENCY TELEPHONE: 613-996-6666

SECTION 2 : INGREDIENTS

CHLORINATED TRI SODIUM PHOSPHATE  CAS NO 11084-85-8

EXPOSURE LIMITS AND TOXICITY NOT AVAILABLE

SECTION 3 : PHYSICAL DATA.

PINK CRYSTALINE POWDER WITH CHLORINE ODOR

SECTION 4 : FIRE AND EXPLOSION HAZARD DATA

NO KNOWN FIRE OR EXPLOSION HAZARD.

SECTION 5 : HEALTH HAZARD DATA.

SWALLOWING - MAY CAUSE BURNS OF THE MOUTH, THROAT AND STOMACH.

INHALATION - MISTS MAY IRRITATE RESPIRATORY TRACT.

SKIN CONTACT -  WILL CAUSE IRRITATION AND POSSIBLE BURNING

EYE CONTACT - WILL CAUSE IRRITATION AND POSSIBLY BURNS.

PROLONGED CONTACT CAN DEHYDRATE AND REMOVE OILS FROM SKIN.

SECTION 6 : FIRST AID PROCEDURES

INHALATION OF MIST - REMOVE TO FRESH AIR. OBTAIN MEDICAL ATTENTION IMMEDIATELY.
SWALLOWING - IF SWALLOWED DO NOT INDUCE VOMITING. GIVE LARGE      QUANTITIES OF WATER OR MILK IF AVAILABLE. CALL A PHYSICIAN IMMEDIATELY. NEVER GIVE ANYTHING BY MOUTH TO AN UNCONSCIOUS          PERSON.

SKIN CONTACT -  WASH SKIN WITH LARGE AMOUNTS OF WATER FOR AT LEAST 15 MINUTES WHILE REMOVING CONTAMINATED CLOTHING.  WASH CLOTHES BEFORE REUSE.

EYE CONTACT - RINSE EYES WITH LARGE AMOUNTS OF WATER FOR 15 MINUTES, AND LIFT LOWER AND UPPER EYE LIDS OCCASIONALLY. SEEK MEDICAL ATTENTION.

SECTION 7 : REACTIVITY DATA

STABILITY - PRODUCT IS STABLE UNDER NORMAL CONDITIONS OF USE AND STORAGE. THIS PRODUCT IS INCOMPATIBLE WITH ACIDS, REDUCING AGENTS AND AMMONIA. MAY PRODUCE TOXIC CHLORINE GAS OR OTHER GASES IF MIXED WITH ACIDS OR AMMONIA.

SECTION 8 : SPILL OR LEAK PROCEDURES

SWEEP UP POWDER AND DISPOSE OF ACCORDING TO LOCAL REGULATIONS. CLEAN UP PERSONEL SHOULD WEAR GLOVES, SAFETY GLASSES AND IF DUST IS PRESENT, A MSHA/NIOSH APPROVED RESPIRATOR. WASH AREA WITH WATER. FOR SPILLS TO DRAINS OR SEWERS, FLUSH DRAIN WITH LARGE VOLUMES OF WATER.

SECTION 9 : SPECIAL PROTECTION INFORMATION.

PROTECTIVE GLOVES - PLASTIC

EYE PROTECTION - MONO GOGGLES

RESPIRATORY PROTECTION - NONE REQUIRED UNLESS DUST IS IN THE AIR THEN USE NIOSH APPROVED RESPIRATOR

SECTION 10 : SPECIAL PRECAUTIONS.

AVOID CONTACT WITH SKIN, EYES AND CLOTHING. WASH HANDS AFTER HANDLING.

SECTION 11 : PREPARATION DATA.

PREPARED BY - BEBBINGTON INDUSTRIES 

DATE - FEBRUARY 2006
FOR FURTHER INFORMATION CONTACT BEBBINGTON INDUSTRIES 902-468-8180. 

DISCLAIMER:


THE ABOVE INFORMATION IS BELIEVED TO BE CORRECT BUT DOES NOT PURPORT TO BE ALL INCLUSIVE AND SHALL BE USED ONLY AS A GUIDE.  BEBBINGTON INDUSTRIES SHALL NOT BE HELD LIABLE FOR ANY DAMAGE OR INJURY RESULTING FROM HANDLING OR FROM CONTACT WITH THE ABOVE PRODUCT.  ALL PERSONS USING THIS PRODUCT SHOULD BE TRAINED ACCORDING TO WHMIS REQUIREMENTS.

